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OFF AIRCRAFT MAINTENANCE
WITH ILLUSTRATED PARTS BREAKDOWN

VISOR ASSEMBLY
PART NUMBERS 620530-01-01, 620530-03-04 AND 620530-05-01
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Record of Applicable Technical Directives

None

1. REMOVAL.

Support Equipment Required

None

Materials Required

None

a. Remove visor cover, if installed.

Be careful not to scratch visor assembly.

b. Gently rotate both visor knobs (4, figure 1)
backward.

c. Pull visor knobs (4) away from Helmet
Display Unit (HDU).

d. Lift visor assembly away from HDU.

e. Install visor cover, if available.
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2. DISASSEMBLY.

Support Equipment Required

None

Materials Required

None

a. Remove visor cover, if installed.

Be careful not to scratch visor assembly.

NOTE

Visor knob kit 620536-01-00 is made up
of a turn shaft, washers, visor knob, and
screws.

b. Remove screws (5, figure 1) from visor knob
(4).

c. Gently remove visor knob (4).

d. Remove turn shaft (2).

e. Remove washers (3 and 6) from visor.

NOTE

Visor latch kit 620534-01-00 is made up
of a pin, visor lock, pull latch, preload
spring, and pull spring.

f. Remove pins (8) from visor lock (9) per
substeps below:

Be careful when removing pins (8). Pins
are tapered and can only be removed from
one direction and will cause damage to
visor lock (9) if removed incorrectly.
Damage to visor lock will destroy the
visor.

(1) Gently push pins (8) out enough to grasp
with pliers. Refer to figure 1 , d etail A for correct
pin removal direction.

(2) Grip pins (8) with pliers and remove from
visor lock (9).

g. Remove pull spring (12), pull latch (10) and
preload spring (11).

h. Remove visor tang kit (13), as required.

3. CLEANING.

Support Equipment Required

None

Materials Required

None

a. Refer to WP005 00 for cleaning.

4. INSPECTION.

Support Equipment Required

None

Materials Required

None

a. Refer to WP005 00 for inspection.

b. If the visor fails inspection and requires
replacement, follow the visor trimming procedures in
WP006 00, step 35 for the replacement v isor.
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5. ASSEMBLY.

Support Equipment Required

Type Designation/
Nomenclature Part Number CAGE

* Adapter GTMBS8A 55719
* Tip, Hex Phillips 120108 32652
* Torque Screwdriver 6C486 25795

2 - 100 Inch-
Ounce

* Part of JHMCS Torque Tool Kit 3829AS110

Materials Required

Specification or
Nomenclature Part Number

Primer, Sealing MIL-S-22473,
Compound GRADE T, FORM R,

AEROSOL CAN,
NIIN 00-181-8372

Sealing Compound MIL-S-46163, TYPE 2,
GRADE M,
COLOR PURPLE,
NIIN 01-054-3968,
NIIN 01-055-6126,
NIIN 01-069-3046

NOTE

Visor knob kit 620536-01-00 is made up
of a turn shaft, washers, visor knob, and
screws.

a. Alig n washers (3 and 6 , figure 1 ) o n v isor
knob (4).

SEALING COMPOUND, MIL-S-46163, 1088
TYPE 2, GRADE M, COLOR PURPLE

PRIMER, SEALING COMP, MIL-S-22473, 696
GRADE T, FORM R, AEROSOL CAN

b. Apply sealing compound and sealing com-
pound primer to threads of screw (5).

c. Insert screw (5) into visor knob (4).

d. Put turn shaft (2) through visor assembly.

e. Attach visor knob (4) and washers (3 and 6)
with turn shaft (2).

NOTE

Be careful not to cross-thread attaching
screw (5) when compressing spring washer
(6) and aligning turn shaft.

f. Using hex phillips tip, adapter, and torque
screwdriver, torque screw (5) 23 - 25 inch-ounces
allowing visor knob (4) to turn freely. (QA)

Be careful when installing pin (8). Pin is
tapered and can only be installed in one
direction and will cause damage to visor
lock (9) if installed wrong. Damage to
visor lock will destroy the visor.

NOTE

Visor latch kit 620534-01-00 is made up
of a pin, visor lock, pull latch, preload
spring, and pull spring.

g. Install pull spring (12) and pull latch (10) on
upper holes on visor lock (9) using one pin (8).
Refer to figure 1 , d etail A for correct pin installa-
tion orientation.

Be careful when installing pin (8). Pin is
tapered and can only be installed in one
direction and will cause damage to visor
lock (9) if installed incorrectly. Damage to
visor lock will destroy the visor.

h. Install preload spring (11) on lower holes of
visor lock (9) using the second pin (8). Refer to
f ig u r e 1 , d etail A f o r co r r ect p in in stallatio n o r ien ta-
tion.

i. Install visor tang kit (13). Refer to INSTAL-
LATION OF VISOR TANGS, WP006 00.

j. Install visor cover if available.

k. Document per OPNAVINST 4790.2 series.
(QA)



6. INSTALLATION.

Support Equipment Required

None

Materials Required

None

a. Pull visor knobs (4, figure 1) apart from each
other by 1/2 inch.

b. Position visor knobs (4) over visor bushing
receivers on display unit.

c. Press visor knobs (4) together until visor
bushings are firmly seated.

d. Gently rotate both visor knobs (4) forward
until visor knobs lock in position.

7. ILLUSTRATED PARTS BREAKDOWN.

a. For illustrated parts breakdown of the visor
assembly, refer to figure 1.

b. Refer to INTRODUCTION TO THE
ILLUSTRATED PARTS BREAKDOWN,
WP002 00.
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Figure 1. Visor Assembly, Part Numbers 620530-01-00, 620530-03-03 and 620530-01-05 (Sheet 1 of 2)
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620530-01-01 VISOR ASSEMBLY, CLEAR (PATCH)........
/06VL3/ /NHA, WP008 00/

REF PAOOO

620530-03-04 VISOR ASSEMBLY, 25%, (PATCH).........
/06VL3/ /NHA, WP008 00/

REF PAOOO

620530-05-01 VISOR ASSEMBLY, 25%, HIGH CONTRAST...
(PATCH) /06VL3/ /NHA, WP008 00/

REF PAOOO

1 620536-01-00 . VISOR KNOB KIT..................... 1 PAOZZ
2 135286 . . SHAFT, 1/4 TURN.................. 2 XAOZZ
3 8B02011 . . WASHER, TEFLON, FLAT............. 4 XAOZZ
4 135276-1 . . KNOB, VISOR...................... 2 XAOZZ
5 MS24693-4B . . SCREW, FLUSH..................... 2 XAOZZ
6 8B02022 . . WASHER, FLAT WIRE COMPRESSION....

SPRING
2 XAOZZ

7 620534-01-00 . VISOR LATCH KIT.................... 1 PAOZZ
8 MS16555-607 . . PIN, STRAIGHT, HEADLESS..........

/06VL3/
2 XAOZZ

9 135407-1 . . VISOR LOCK, PULL /09344/......... 1 XAOZZ
10 135368-1 . . LATCH, PULL TYPE /06VL3/......... 1 XAOZZ
11 135318-1 . . SPRING, PRELOAD PUSH /06VL3/..... 1 XAOZZ
12 135400-1 . . SPRING, PULL /06VL3/............. 1 XAOZZ
13 620532-01-00 . VISOR TANG KIT..................... 1 PAOZZ

NAVAIR 13-1-6.7-5 011 00
Page 6

Figure 1. Visor Assembly (Sheet 2)
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